
05/02/2019

AC 166® G 4 pole

AC 166-1/4 ZEL - 4 pole strain reliefs for GST/4 and GBU/4

Technical data
Connection cable outlet

type "R": round conductor Ø 6.5 - 8.8 mm
type "F": round conductor Ø 9.0 - 11.5 mm
type "F": flat conductor up to 4.5 mm

Mouldings polyamide 6/6, black or white
flammability rating to UL 94: V-2
continuous working temperature 100 °C
short-time temperature 160 °C

Screws C2.9: ↻ max. 0.5 Nm
steel, zinc plated, chromed

Dismantling length 42 mm (PE), 35 mm (L1 L2 N)

Protection class IP20

Order info
Description Item Order No. PU

Type "R"

without interlocking AC 166-1/ 4 ZEL R white 166054 150

 AC 166-1/ 4 ZEL R black 166064 150

with hook for plugs AC 166-1/ 4 ZEL RH white 166054H 150

 AC 166-1/ 4 ZEL RH black 166064H 150

with eye for sockets AC 166-1/ 4 ZEL RO white 166054O 150

 AC 166-1/ 4 ZEL RO black 166064O 150

Type "F"

without interlocking AC 166-1/ 4 ZEL F white 166154 150

 AC 166-1/ 4 ZEL F black 166164 150

with hook for plugs AC 166-1/ 4 ZEL FH white 166154H 150

 AC 166-1/ 4 ZEL FH black 166164H 150

with eye for sockets AC 166-1/ 4 ZEL FO white 166154O 150

 AC 166-1/ 4 ZEL FO black 166164O 150

For use with
AC 166 GST/ 4 and GBU/ 4 4 pole plugs and sockets

Upon request
strain relief for latches


